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A FASTER WAY TO CUT 550

The Morse Metal Devil® cuts through steel, iron and ;
aluminum with hardly any frictional drag. Consequently,
the time savings are dramatic and important to anyone 8

trying to get more done in less time. § 22 Secggﬁ L
8 15.9 econds

Cut Through Solid Steel Plate 2 20 s 117 Seconds

In Less Than 12 Seconds! ;:(5) econds

In laboratory tests the Morse Metal Devil® cut through g s

6" x 1/4” thick steel plate in less than 12 seconds. 3
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Here are some sample cutting speeds realized
during the same tests on other materials:

Cutting tests performed using CSM736SC Mors
steel cutting blade on a Model 180 Evolution circ
Material cut was 6" x 1/4" Steel Plate.

Angle Iron (2" x 2" x 1/4")
7.4 seconds

Aluminum Plate (12" x 3/8")
13.9 seconds

Stainless Steel Plate (12" x 3/8")
51.2 seconds

C-Channel (12" x 20.7 Ibs./ft.)
29.2 seconds

A LONGER LASTING WAY TO CUT

The unique metallurgy of the carbide tips and hardened steel

inner plate combined with the configuration of the teeth and Y
manufacturing quality create a circular saw blade that makes

more cuts per blade than any other blade you can attach to a

power tool.

Cut Through Aluminum Plate 700 Times

And Be Ready To Do More!

After watching a Morse Metal Devil® blade make 700 cuts in

12" x 3/8" Aluminum Plate, our laboratory testers wore out before
the blade! A big part of the reason is that the Metal Devil® cuts
cool and therefore does not melt aluminum along the cut line.
Tests cutting Angle Iron and Steel Plate also showed that the
Metal Devil® can be expected to deliver long life performance

on virtually any metal-cutting application.
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Cutting tests performed using CSM754AC Morse Metal Devil® aluminum cutting blade on
a Model 180 Evolution circular saw. Material cut was 12" x 3/8" Aluminum Plate.

£ 25 Here are some sample durability results
© - from tests on different materials:

E 'é"j 15 Angle Iron (2" x g" x 1/4")

E’g 10 13.9 13.3 13.9 SeconZig Secgr?iig 14..8 Secgr?a:z 400 cuts/375 q.In-

E NN Seconds . seconds - Seconds Seconds C-Channel (12" x 20.7 Ibs./ft.)

3a 40 cuts/270 sq. in.

Steel Plate (6" x 3/8")
58 cuts/87 sq. in.

Stainless Steel Plate (12" x 3/8")
13 cuts/58.5 sq. in.




Metal Devil

Size Part No# Computer Teeth Arbor Max RPM Applications
5-3/8" CSM53830SC 100007 30  20-10mm-5/8 4200 Steel
137mm CSM53850AC 100014 50  20-10mm-5/8 4200 Aluminum
CSM53850TSC 100021 50  20-10mm-5/8 4200 Thin Steel
6-1/4" CSM62548SC 100038 48 5/8 4200 Steel
159mm CSM62560AC 100052 60 5/8 4200 Aluminum
CSM62548SIC 100434 48 20-16mm 4200 Steel
CSM62556TSIC 100041 56 20-16mm 4200 Thin Steel
6-1/2" CSM65040SC 100069 40 5/8 4200 Steel
165mm CSMB5048TSC 100076 48 5/8 4200 Thin Steel
CSM6504020SC 100632 40 20mm 4200 Steel
CSM6504820TSC 100649 48 20mm 4200 Thin Steel
6-3/4" CSM67540SC 100090 40 20mm 4200 Steel
171mm CSM67560AC 100113 60 20mm 4200 Aluminum
CSM6754030SIC 100458 40 30mm 5800 Steel
CSM6754830TSIC 100472 48 30mm 5800 Thin Steel
77 CSM736SC 100137 36 20mm 5800 Steel
178mm CSM754AC 100151 54 20mm 5800 Aluminum
CSM768TSC 100168 68 20mm 5800 Thin Steel
CSM748SSC 100144 48 20mm 5800 Stainless
CSM736SIC 100502 36 30-20mm 5800 Steel
CSM768TSIC 100496 68 30-20mm 5800 Thin Steel
7-1/4" CSM72540SC 100175 40 5/8 KO* 5800 Steel
184mm CSM72550SC 100182 50 5/8 KO* 5800 Steel
CSM72560AC 100199 60 5/8 KO* 5800 Aluminum
CSM72568TSC 100397 68 5/8 KO* 5800 Thin Steel
CSM7254020SC 100656 40 20mm 5800 Steel
CSM72550S1C 100509 50 20-16mm 5800 Steel
CSM7256020AC 100663 60 20mm 5800 Aluminum
CSM72568TSIC 100526 68 20-16mm 5800 Thin Steel
7-1/2" CSM75060AC 100229 60 20mm 5800 Aluminum
191mm CSM75068TSC 100236 68 20mm 5800 Thin Steel
CSM7505030SIC 100557 50 30mm 5800 Steel
CSM7506830TSIC 100533 68 30mm 5800 Thin Steel
8" CSMB40SC 100243 40 5/8 5800 Steel
203mm CSM850SC 100250 50 5/8 5800 Steel
CSM860AC 100267 60 5/8 5800 Aluminum
CSMB68TSC 100274 68 5/8 5800 Thin Steel
CSM850SIC 100588 50 30mm 5800 Steel
CSM868TSIC 100571 68 30mm 5800 Thin Steel
8-1/4" CSM82550SC 100281 50 5/8 K0* 5800 Steel
210mm
9” CSM940WC 100298 40 1 3200 Wood
229mm CSM948SC 100304 48 1 3200 Steel
CSM9BOAC 100328 80 1 3200 Aluminum
CSM968TSC 100311 68 1 3200 Thin Steel
CSM960SSC 100403 60 1 3200 Stainless
CSM948SIC 100595 48 30-20mm 3200 Steel
CSM968TSIC 100601 68 30-20mm 3200 Thin Steel
10" CSM1052TSC 100410 52 5/8 KO* 5200 Thin Steel
254mm CSM1080AC 100427 80 5/8 K0* 5500 Aluminum
12" CSM1260SC 100335 60 1 2000 Steel
305mm CSM1280AC 100359 80 1 2000 Aluminum
CSM1280TSC 100342 80 1 2000 Thin Steel
14" CSM1472SC 100366 72 1 1800 Steel
356mm CSM1480AC 100373 80 1 1800 Aluminum
CSM1481STC 100670 81 1 1800 Steel Studs
CSM1490TSC 100380 90 1 1800 Thin Steel
CSM1490SSC 100694 90 1 1800 Stainless Steel
CSM1472SIC 100618 72 30mm 1800 Steel
CSM1490TSIC 100625 90 30mm 1800 Thin Steel

5-3/8" blades include special bushings allowing them to fit 20mm, 10mm and 5/8” arbor holes
* 5/87 KO fit diamond and circular arbors ~ Blades in red indicate international machine arbor sizes




Cut FASTER Cut COOLER Cut SMOOTHER

Metal Devil® saws cut through steel with
hardly any vibration. It’s very close to the
smooth, solid feel you get cutting through
plywood with a traditional circular saw.

Very little friction is created while cutting
due to the unique metallurgy of the Morse
Metal Devil® blades. As a result very little
heat is transferred to the part being cut.

When equipped with Morse Metal Devil®
blades the Metal Devil saw moves through
metal up to five times faster than more
traditional cutting methods.

Superior Technology + Superior Design

= the Best Machine
in the Market Today

Leading the industry with the finest metal cutting circular saw blades, The M. K. Morse
Company now introduces Metal Devil metal cutting circular saw machines. Combining
the science of metal cutting with the technology of machine manufacturing, the Metal
Devil machines maximize cutting efficiencies with Metal Devil blades. These devils can

take the toughest demands you have to offer!

Quick release upper
. . chamber collects
Ergonomic design virtually all chips
provides all day y
comfort

Saws to handle
7”,9”and 14”
Metal Devil® 4
blades are
available from
Morse

9”Saw has laser
line cutting guide

Special motor maintains
torque at optimum RPM’s
for cutting through metal

smoothly and efficient!
N Zk y Sure grip handles

help steady saw
during cutting

Guide arrows and sight opening

Upper chamber . ‘ .
make it easier to position blade

also minimizes sparks
and deadens sound

CARBIDE TIPPED SAW BLADE

EACH SAW EQUIPPED WITH 1 STEEL cuTtTIinG ||/ [1t1NI[AT]




ORSE

THE M. K. MORSE COMPANY

CSM14B

Computer Number: 101172

120V / 60Hz / 15Amp
No-Load Speed 1300 RPM
Blade Diameter ... 147 (356mm)
Arbor Hole........occoeeeriincciicnnnnns 17
Box Dimensions 23""(L) x 16”(W) x 18'2"(H)
WA ccrorrrrrrorrrrrreerrerrreerererees 53 Lbs.
a5° 90’
Round 4-1/8" 5-1/8”
Square 3127 x 31" [/ 74

Rectangle 3% x 4% 3% x T

Safety Guard, Mitering Vice, 8mm Hex Wrench,
6mm Hex Wrench, Safety Goggles, Ear Plugs
Morse Metal Devil® Steel Cutting Blade

EMC, 1S09002, CSA Safety Certified

CSM9MB

Computer Number: 101165

1800 Watts /120 V /60 Hz /15 Amp

No-Load Speed 2500 RPM
Blade Diameter 97 (229mm)
Arbor Hole........ccoocermvieirccis 1”

Box Dimensions 237(L) x 18746 (W) x 14%"(H)
Weight ... 19.75 Lbs.
Maximum Cutting Reach .................. 3-1/4”
Maximum Thickess of Cut ... (Mild Steel) 3/8”
Bevel Cut.......coveveveeererereeerirenenns 0-45°

Carrying Case, Laser Guide, Side Handle,
Length Adjuster, Overload Switch, Retracting
Blade Guard, Quick Release Metal Chip
Collection Cover, 1 Wrench Attached to Unit,
Safety Goggles, Ear Plugs,

Morse Metal Devil® Steel Cutting Blade

1809002, CSA Safety Certified

CSM7MB

Computer Number: 101158

1080 Watts /120 V /60 Hz / 9 Amp

No-Load Speed 3500 RPM
Blade Diameter - 77 (178mm)
Arbor Hole........ccccvernrcnnnnneee 20mm

Box Dimensions 19%46(L) x 12%"(W) x 15%6"(H)
Weight ... 13 Lbs.
Maximum Cutting Reach ..................... 2.367

Maximum Thickness Cut (mild steel)....... 1/47

Carrying Case, Overload Switch, Retracting
Blade Guard, Quick Release Metal Chip
Collecting Cover, Length Adjuster, Side Handle,
6mm Hex Key, Safety Goggles, Ear Plugs,
Morse Metal Devil® Steel

Cutting Blade

1809002, CSA Safety Certified
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THE M. K. MORSE COMPANY

FEATURES:
0°- 45° MITERING VICE
PLEXIGLASS SAFETY SHIELD
CHIP COLLECTION CHAMBER
RETRACTABLE BLADE GUARD

FEATURES:
LASER GUIDE
0°- 45° BEVELING

30min. DUTY CYCLE
OVERLOAD SWITCH
CHIP COLLECTION CHAMBER
RETRACTABLE BLADE GUARD
DURABLE CARRYING CASE

FEATURES:
EXTERNAL OVERLOAD SWITCH
CHIP COLLECTION CHAMBER
RETRACTABLE BLADE GUARD
DURABLE CARRYING CASE
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